
 

 
P
R
O
TI
PS

Te
ch

ni
ca

l d
at

a 
ca

n 
be

 s
ub

je
ct

 to
 c

ha
ng

e

Ferdinand Bilstein GmbH + Co. KG  
Wilhelmstr. 47 | 58256 Ennepetal | Germany | Tel. +49 2333 911-0 | www.bilsteingroup.com

EN

To fit: 
various Mercedes-Benz models

For more technical information please visit: partsfinder.bilsteingroup.com

Oil Filter Housing Cap with sealing ring

Problem

Whilst changing the engine oil filter during the service replacement process, the oil 
filter housing cap can break - leaving the oil filter alignment tube and element within 
the housing. (Fig.1)

Cause

After many hours of operation and continuous exposure to the engine oil heat cycles 
and vibration, the original oil filter housing cap alignment tube material becomes 
brittle and snaps. 

Solution

Remove the oil filter element, and the remains of the oil filter housing cap alignment 
tube, from the housing. Check for any broken fragments and remove them, 
along with any excess oil. Replace the oil filter housing cap with febi part 173614 
(which is supplied complete with all ‘’O’’ ring seals), along with oil filter element 
108276. Lubricate the seals with the engine oil and tighten the housing cap to the 
recommended torque of 25Nm.

febi 108276, 173614

                                                                                                                                                
Figure 1


